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SERVICE NOTES 


First Edition 


SPECIFICATIONS 


Memory Capacity 

T rack 

Step 

Tempo 


64 Rhythm Patterns (16x4 Group) 

4 (1 to 4; continuous Maximum measures=998) 
1 to 16 steps/measure 
J - 38 to 250 


Rear Pane! 

Trigger Out 

Sync In/Out (5P DIN): 
Power Consumption 
Dimensions 

Weight 

Accessories 

Options 


Master Out (L.R/MONO) [8Vp-p, 1 Xf2] 

+5V, 20ms Pulse TR-707.Rim Shot 

TR-727 .Hi Agogo 

(1: Run/Stop, 2: GND, 3: Clock, 4: NC, 5: Continue) 

2.4 W 

380 (W) x 73 (H) x 250 (D) mm 
14-15/16" (W) x 2-7/8" (H) x 9-13/16" (D) in 

1.5 kg/13 lb. 5 oz. 

1 2V AC Adaptor 
Connection Cord PJ-1 
Memory Cartridge M-64C 
Pedal Switch DP-2 




Top Panel- 

•(2201064700) 

0(2201066400) 


Display Window- 
(2202069200) 

LCD 

• LP-191A-G 
(15029418) 
OLP-191B-G 
(15029422) 
See P.2 


Pot.- 

S2018 50KB 
15mm travel 
(13339342) 
Knob white 
(2247037100) 


Pot. dual- 

S302850KB 15mm travel 
(13339451) 

Knob orange 
(2247037000) 


EWH-LNAF20C16 
50KB (13219373) 
Knob 

(2247029000) 


See P.2- 


Key Top- 
(2247036800) 


Rubber Pad A 
14 Contacts 
(12479719) 


Rubber Pad B 
18 Contacts 
(12479720) 



- LED red/grn 
GL-9NP2 
(15029136) 




• =TR-707 
0=TR-727 

rpHOTO: TR-707 


Key Top 
(2247036700) 


Printed in Japan B-3 
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TR-707 

TR-727 

© 

Voicing Board (7313604000) 
(pcb 2291098102) 

Voicing Board (7313804000) 
(pcb 2292018900) 

© 

Volume Board (7313605000) 
(pcb 2291098002) 

Volume Board (7313805000) 
(pcb 2292019000) 

© 

Switch Board (7313606000) 

(pcb 2291097903) 

© 

LCD Board (7313607000) 

(pcb 2291098203) 



3 x 10mm 






I v/u« 



COMMON OUT 
14) 

COMO-COM3 


[ —L \SEGMENT OUT 
SEGO—SEG50 


LCD DRIVE 


DRIVE 

VOLTAGE 

— 

VOLTAGE 

GEN. 

——— 

SELECTOR 




Block Diagram 


LCD Driver 

HD61602 



Pm configuration 
{Top View) 



TERMINAL ASSIGNMENTS 



PARTS L3St- 


exclusive PARTS 

CASING_ 


2201064700 

Top Panel 


PCB 



7313604000 

7313605000 

Voicing Board 
Volume Board 

(peb 2291098102) 

(peb 2291098002) 

LCD 



15029418 

LCD 

LP-191A-C 

1C 



Program ROM 
15179720 

HN4827128C-25 

NH0S EPROM 

(Ver.O SN460100-504399) 

(Ver.L SN504400-519599) 

or 

15179660 

HN613128PE95 

CMOS MASK ROM 

(Ver.l SN519600-533099) 

or 

15179692 

HN613128PG24 

CMOS MASK ROM 


(Ver.2 SN533100-up) 

UPWARD COMPATIBILITY 
Ver.O 

In Pattern PLAY mode — Selecting a pattern from different 
scale while repeating STOP and START or CONTINUE sometimes 
leads to Power-ON initialization. 

ROMs of Ver. 1 always run the new pattern at the beginning 
of a measure. 

Ver. 1 

Uhen the unit is used as a Master — Repetitions of STOP 
and CONTINUE more than 30 tines would cause generation of a 
redundant MIDI clock $F8. 

When the unit Is used as a Slave — Will miss a MIDI IN 
clock when STOP signal follows the Clock within 1ms. 

MASK ROM of Ver.2 cures this problem. 

For a replacement Ver.2 or up is recommendable. 


Sound ROM 
15179661 

HN61256PC-71 

CMOS MASK ROM 

15179662 

HN61256PC-72 

BD1/2, SD1/2, LT. MT 

CMOS MASK ROH 

15179663 

HN612S6PC-73 

HT, Open/Closed H.H, Rim, Cow 
HCP, Tambourine 

CMOS MASK ROM 

15179664 

HN61256PC-74 

Crash Cymbal 

CMOS MASK ROM 

CASING 


Ride Cymbal 


2201066400 

Top Panel 


PCB 



7313804000 

Voicing Board 

(peb 2292018900) 

7313805000 

Volume Board 

(peb 2292019000) 

LCD 



15029422 

LCD 

LP-191B-C 

1C 



Program ROM 
15179719 

HN4827128C-25 

NMOS EPROM 

Sound ROM 
15179694 

HN61256PC-79 

CMOS mask ROM 


HI/LOW BONGO. Ml CONGA 
LOW CONGA, HI TIMBALE 
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TR-707/TR-727 


( 


15179695 


15179696 

15179697 


HN6l256PC-80 


HN61256PC-81 
HN61256PC-82 


CMOS mask ROH 

LOU TIMBALE, ACOCO, CABASA 
maiacas, whistle 

CMOS mask ROM 
QUUADA 
OIOS mask ROM 
STAR CHIME 


COMMON PARTS 

CASING 


2201064600 Bottom Case 

2202069100 Battery Cover 

2202069200 Display Window 

2202069300 LCD Escutcheon 

2202569400 Cartridge Lid 

KNOB. BUTTON. KEY TOP 

2247029000 

Knob 

gray 

TEMPO 

2247036700 

Key Top (large) 

gray 

Main Key 1-16,ENTER. 




START,SHIFT,STOP/CONT 

2247036800 

Key Top (small) 

gray 


2247037100 

Knob 

ufcite 

BD,SD,LT,MT,HT,0CH, 




RS/CB,HCP/TAHB,RIDE, 




CRASH 

2247037000 

Knob 

orange 

VOLUME 

12479225 

TK-305 

black 

POUER 

PCB ASSY 




7313606000 

Switch Board 

(peb 2291097903) 

7313607000 

LCD Board 

(peb 2291098203) 

7313608000 

Cartridge Board (peb 2291098300) 

COIL, TRANSFORMER 



2244025000 

$097744 

Transformer DC/DC convertor 

12449229 

FKOB160MH15 

Coil 

line filter 

SOCKET 




13429629 

MIDI 3-NS-533 


DIN 

13449713 

HEC0470-01-610 


AC adapter 

13449415 

HSJ0807-01-010 


mini 

13449248 

HLJ0521-O1-010 


stereo 

13449133 

HLJ0521-01-110 


monoral 

13449137 

HU2336-01-100 


dual 

2342516500 

PBRS-28U-T01-S 


cartridge 

SWITCH 




12479719 

Rubber switch (Pad) A 

14 contact upper row 

12479720 

Rubber switch (Pad) B 

18 contact lower row 

13129135 

SDW-lp 


POWER 

POTENTIOMETER 



13339342 

S2018 50KB 


slide 15mm travel 

13339451 

S3028 50KB 


dual slide 15mm travel 

13219373 

EWH-LNAF20C16 500 

TEMPO 

13299136 

RVF8P01-503 50KB 

trimmer 

13299141 

RVF8P01-204 200KB 

trimmer 

XTAL, CERAMIC RESONATOR 



12389736 

HC-18/U 


4.0MHz Xtal 

12389735 

CSA 1.6KK 

1 

1.6MHZ ceramic resonator 

1C 





15229825 

RD63H1L4PF 

gate arrey 

15179200 

HD6303XF 

CPU 

15179340 

HM6116LP-4 

CMOS S RAM 

15219148 

HD61602 

LCD driver 

15159503 

TC40H000P 

quad 2-input NAND gate 

H CMOS 

15159504 

TC40H002P 

quad 2-input NOR gate 

H CMOS 


15159505 

TC40H004P 


H CMOS 


hex inverter 



15159517 

TC40HOIOP 


H CMOS 


triple 3-input 

NAND gate 


15159506 

TC40H138P 


H CMOS 


3-to-8 line decoder/demutltiplcxer 


15159535 

TC40H151P 


H CMOS 


l-of-8 data selector/multiplexer 


15159511 

TC40H174P 


H CMOS 


hex D-typc flip flop 


15159524 

TC40H245P 


H CMOS 


octal bidirectional bus buffer 


15159507 

TC40H273P 


H CMOS 


octal D-type flip flop 


15159530 

TC40H367P 


H CMOS 


hex bus buffer 



15159104 

TC401IBP 


CMOS 


quad 2-input NAND gate 


15159105 

TC4013BP 


CMOS 


dual D-cype flip flop 


15159141 

HD14040BP 


CMOS 


12-stage binary 

counter 


15159113 

HDL4051BP 


CMOS 


single 8-channel multiplexer/demul 

tiplexer 

15159301 

TC4520BP 


CMOS 


dual binary up 

counter 


15159303 

HD4584BP 


CMOS 


hex scholtt trigger 


15189136 

K3218L 


Op amp 

15189154 

TL064 


FET Op amp 

15219147 

UPC624C 


D/A convertor 

15199108F0 

UA78M05UC 

voltage 

regurator +5V 

15229712 

PC900 


photo coupler 

15149118 

M54517P 

transistor array 

TRANSISTOR 




15129612 

2SD1469-R 


NPN 

15129137 

2SC2603-F 


NPN 

15129412 

2SC1384-Q 


NPN 

15119125 

2SA1115-F 


PNP 

15139101 

2SK30ATM-Y 


FET 

DIODE 




15019126 

1SS113T-77 


diode 

15019209T0 

S-5500G 


rectifier 

15019667 

RD-12EB1-T 


12V zener 

15029136 

GL-9NP2 


LED red/grn 

15029150 

CL-9PR12 


LED red 

RESISTOR ARRAY 



13919133 

RKM7LM502 


D/A converter 

13919103 

RGSD8XI03J 

10K x 8 


13919113 

RCSD4X103J 

10K x 4 


13910107 

RSD8X332J 

3.3K x 8 


CONNECTOR 




13439256 

5089-L1A 

IIP (Switch peb) 


13439255 

5089-L 3A 

13P (Switch peb) 


13439253 

5494-9C 

9P (Voicing peb) 


13439232 

5494-10C 

10P (Voicing peb) 


13439254 

5597-28APB 

28P (Voicing peb) 

cartridge 

2343025100 


rubber 

connector LCD 

WIRING ASS Y 



2341048000 

13P 

(LCD peb) 


2341047900 

1 IP 

(Voicing peb) 


2347015200 

9P flat cable 

(Volume peb) 


2347015300 

10P flat cable 

(Volume peb) 



MISCELLANEOUS 


2217515300 

Spring 

2214531300 

Shaft 

2345014600 

Plate 

12469117 

Heat Sink MT-25-B1 

2219049900 

LED Holder 

13529117 

Ceramic Capacitor 

12559708 

Fusing Resistor 

2225022801 

Shield Cover 

2225022400 

Shield 


RAM cartridge 
RAM cartridge 
battery 

(switch peb) 

D55YSV1H334Z21 

0.33PF (LCD peb) 

FRNB 1/4W2.7A 

top panel 
(Voicing pcb-Volume peb) 


COMMERCIALLY AVAILABLE ACCESSORIES 
12569105 Dry cell SUM-3S 1.5V 
12449538 12V AC adapter (100V) 

12449539 12V AC adapter (117V) 

12449540 12V AC adapter (220V) 

12449541 12V AC adapter (240VA) Australian 

2343067500 Connection Cable LP-25 
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CIRCUIT DESCRIPTIONS 

TR-707 and TR 727 are designed based on the same cir¬ 
cuit configuration, having more in common with each 
other, The differences between two models are sound 
data, component values in several audio stages and a 
couple of pin connections at IC30 of Voice board 

Both models derive all rhythm sounds from PCM- 
encoded samples of real sounds stored in ROM. Each 
waveform is stored either independently (e.g. CYMBAL} 
or together with another waveform as shown in Tables 
l and 2. Accordingly, sound reproducing circuits are 
classified into two: multiplex and single. The follow¬ 
ing description focuses on PCM sound reproduction 
system, taking TR-707 circuits as a representative. 


HHfKIlt 

TR-707/727 li ROM PCM 

( Yr-9 ) Mt LTjtjfflLTt.'* To 

UT TR-707 

an ic 34, ic 35 tcii«i&& 

1 C l 9. I C2 2 IClifli—£«/)</-t 9 £ 

nTC'i-To cnt>fr&r- 

■> > 9'^^t -71\,+ 0"M3SS*‘«> 0 i to 


MULTIPLEX SOUND SYSTEM BLOCK DIAGRAM 


MULTIPLEX SOUND PROCESSING 


MULTIPLE AOORESS COUNTERS 


IC30 RD63H1 14 on Voicing Board is a custom-LSKcall- 
ed Gate Array) designed for use in PCM-sound multi¬ 
rhythm systems The LSI assumes the key role in the 
TR 707 sound system. It incorporates a master dock 
generator, timing generator and 8 13-bit address coun¬ 
ters, The timing generator, not only supplies clocks to 
these counters for generating address bits, but also feeds 
peripheral circuits with various timing clocks to sync the 
entire system operation. Of these timing clocks. A. B 
and C together make a channel-select code for signal¬ 
ing the ROMs (ICs 34. 35). MUX IC40 and DMUX IC41 
which voice is being addressed by an address counter 
in IC30 



ROM 

IC34 


TR »or 

IC35 



BASS DRUM 

TR tot 

*0 

SNARE ORUM 

M IOM 

L TOM 

HI HAT 

I 

M TOM 

Rim Shot/ 

CO*» BELL 



HANO CLAN 
TAMBOURINE 

-cs 

TR 77? 


BONGO 

TR-717 


CONGA 

L TIMBALE 


M. TIMBALE j 

hwmisTlE 

ct 


AGOCO 

rx> — 

- 07 

CAB ASA/ 
maRACAS 


S/H x 8 Q33-Q40 


MUX 


o 

DMUX 



DAC \ 


1 C 40 


IC 37 / 

icat 



ROM ( 1 C 3 4 .35) 

MdlSlBll. IC30 RD63U1 UfT*#-HT|» 
ITL iT. RD63H114 li 3 ft 

1: ti 7. 9 U LSI Thr> T\ ° s 9X 1C* 9 4 i 

o y 9 

{£*?£&?;] Lit. 1 7WR9 A . B . CU.-f-M 

* * f - * 4-ruOt V9 h 3- K£fi$f5£ L* ICE 

1C 3 0 li ROM ( l C3 4 . 3 5) 

9(07 V ttti % A , B . CU 

t'<0 ffBT <04- y s * 

^ ROM Hlft<0 MUX 1 C 4 0 , 

DMUX IC4 HCb$I]£ttifo(WSD©ia£ A = 1 . 
B = 0 . C= 0, ?XU<0 9 4 i V9'+ ♦ - y gW ) 
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Now suppose that TR 707 is to run with BASS DRUM 
KBO-1) being selected, the CPU ICS puts XSTO (CHO 
start) and XSTA (XST0-XST7 enable) low, resetting 
counter 0, presetting it to the starting address 0000H 
and allowing it to count the clock pulse XCKO from pin 
B in discrete steps. The counter continues counting until 
it increments up to 1FFFH and tops there until the next 
trigger pulse is received. While counting, the contents (a 
group of 13 clock pulses) of the counter is transferred to 
adrfress selector where it is read every 40|is and is pre¬ 
sented along ports ADRO through ADRC—13 lower 
address bits. 


IC34 and IC35, 32,768 word by 8 bit ROM, require 15 
address bits to access their memory locations. Clocks A 
and B from IC30 serve as MSBs while C indicates which 
one of two ROMs is to be selected—Chip Select. 

On the contrary, LSB AORO is defeated when particular 
wok* is selected: BD 1 and 8D-2 share the same memory 
area with even addresses allocated to BD 1 and odd ones 
to BD-2 as shown in Table 1. With BD-1, data selector 
IC33 blocks ADRO and passes "0" data from IC32 onto 
AO of ROM IC35. With BD-2, IC33 selects "I". With 
Low Tom, Mid Tom. Hi Tom or Hi Hat, ADRO is allow¬ 
ed to reach AO. 

Eadi 8 bit memory location (PCM waveform data) in 
ROM is loaded into latch IC36 on the rising edge of 
CLK4. This 8 bit data is. if converted to analog equiva¬ 
lent by D/A convener IC37 as it is. not restored to its 
original amplitude. A certain technic is involved during 
PCM to improve S/N ratio, to have higher resolution, 
etc. A signal coming from Envelope Generator into (+) 
REF pin gives right tone contour to a continual PCM 
wwHorms being decoded and converted to an analog 
somd. 


TR 727 Sound Data ROM 



■ OH 

CI 

cs 

voter 

HOOK 

U34 

HUimrcn 

(1)1 IHW) 

_ 



HI »0KC0 

LOU BOJfCO 

?H ADIS Ak by 

21 • 1 ADIS Ak b> 


HJTI HI C0HCA 

OPtF HI COHOk 

IN ADIS Ak by 

Ik • l ADIS Ak bv 


LOW CO MCA 

8k by 


HI TIHBALt 



IOS 

: B»41?HPC80 

| usirtMS) 


H 

L.j 

, LOU TIHIA1.C 

pWllSTI t 



HI ACOCO 

J'U ACOCO 

IH ADIS Ak b, 

IN • 1 ADIS Ak by 


| CUA&A ’ 
haMCaS 

IN aDES Ak bv 

IN • t ADIS Ak by 



Table 1 


^ BASS DRUM 1 ( BD -1 )*><»«<* 

') XLbi±r> I C 30 1C XSTO ( * * yjf.jit 

o ) fhTSTA ( XSTO —74 * - ) Mnfc 

0 . fiO 's 9 CHOU OOOOHlC'l-t-? F !*n/-&XCK 0 IC 
u F LTfr^ir* c© 

1 3 t'v F * 7 K^f)9 > *©*?> Mfili 4 O^sfijtC 
7 +U99ICAQ ADRO-ADRCttTiCH^j? 

nrfiirr. (meb o-st xsto 

1iO > 1 FFFH iCg-fit * \ „ 

tU*)it o ) 

- 9 © a * jjj U] 

2 5 6K r.'v F ROM IC34.1C35©/-t')*oy 
- ■> a yie r 9 -txt Sicii, I 5t’ ; MD 7 K 

»0©MSB2t'v MCli I C 3 0 © A . B?u 
/ otlito £'*> £>© ROM 1C 7 

it 

9-tZt&lb>* Mii* X to — Tl LSB AD 

RO li, -SSilC.LoTli ROM 7 K u * £ L Xfitffl 3 tl t 
tfA,. 9M.lt % BD -1 £ BD- 2lifSU: ROM ©/-t ■) 

• i »J 7 BD- 1 lClitfJK©7 K UX& 

BD - 2lC(i^«7 K^^y|^T^nTl.'J'ro ( & 1 
#JKOo C©^, BD- 1 ©ifl£. ROM © A0 ICIJKTIC 
" 0 " flf I C 3 2 . 1C33 BD -2 

©Ifcfcli " l " >. 

ROM 9 y K • -7- 9li* IC37 

( 7 9 - • i 7 f r 7-9f ) X7xo?'U£Eic£»?n 

) tSIEL* t 

if, Lfs—&L i#A, a C.niJ 

PCM ©iffi 8 lCfct'X S/N tfc^^)WMPl±©5aSif^J 
nTt'i^T fo StuOJ^'o-7'li, I C 3 7 ©(-H 
R EF iCiftniXO ENV GEN i^©(B^lcJ:-oTKS$ 

M 1 to 


TR-707 Sound Data ROM 


1C NO. | 831 1 CC 

cs 

voice 

HEM0IY 

ICIA I HbAIISbrcn ; H 

L 

iass Dim i 

IH ADIS Ak byt* 

j (DUSbAI) , 


8ass oiirn i 

IK • 1 ADIS Ak byt. 



SNA1E Dim 1 

IH ADIS Ak byt* 

1 


SNAlt OIUM I 

IK • 1 ADIS Ak bye* 



LOU TON 

Ik byt* 



N L0 TON 

Ik byt* 

1C IS . HNbllSblLlI - M 

K 

Ml TON 

Ik byt* 

j usiivbbi) 


HI HAT j 

Ik byt* 



It" SHOT 

?H ADIS Ak byt. 



COU BELL 

In * l ADIS Ak h,f« 



KANO CtAf 

IH ADIS Ak bye* 

L..i ; 


TUtBUURlHC 

| IN • 1 ADIS Ak bvt* 


XI 


TIMING CHART 



ENVELOPE GENERATOR 


Data coming to latch IC31 is a combination of LEVEL 
and DYNAMICS (ACCENT). The value of LEVEL is 
always constant regardless of voice selected, while 
DYNAMICS varies with MIDI Velocity or ACCENT 
amount setting. 

Although LEVEL/DYNAMICS is connected to all 8 
ENV GENERATORS it is allowed to enter only the 
transistor whose base-emitter junction, for example Q26, 
i$ being forward biased by a TRIG from latch 1C27 or 
IC28 at XSTA rate. Q26 output is then connected by 
IC40 to 1+) REF pin of IC37 every 40ps with its level 
decaying according to C53xR59 time constant as the 
successive BD-1 data are converted to analog voltages, 
giving a bass drum contour to the voice. 

The DAC output is boosted at Q41 and Q42 conjunction 
and is channeled into the S/H which is designated by A 
B C code placed at IC41 select pins. 

As can he seen from the timing chart, the timing of enve 
lopinq and D/A converting lag one slit behind the 
memory addressing. That is. BD-1 sound read from ROM 
with channel No, ABC-000 becomes an audible sound 
when channel No. is represented by ABC=100. This is 
because the data accessed on a positive going CLK4 with 
ABC=000 is latched into IC36 on the next CLK4 with 
ABC-100. Consequently, TRIG data to ICs 27 and 28. 
and L EVEL/DYNAMlCS data io IC31 are made to delay 
one CLK4 cycle to keep pace with D/A conversion at 
IC37 


XSTAC SXT0 -74 | C 3 0 ©7 Kk 

* > 9\OjaA. £ft*£|S5!l*K, 7yf 1C27 . 28 

©C KIC fcjDX.^»n, BD-1 *fjS^$nTL'4B^IC{i, 
ENV GEN©Q26ifTR IG XICi-oXiJIiSL, 
LEVEL £ DYNAMICS( ACCENT )©££? ft/c *£6* 
CS3lC£*3ft* to Uii. LEVEL ©ffili £'©§&©*» 
LEVEL/DYNAMICS CV<i 
8 *£:X© F b'/s* 9 tC Wti) 3 n t tfr. T R IG'<»X 
/>fWtf7J0L>-oXt'6 F v y -y 7.9\C <J)b It SLA L i O 
2 6 ©*/)<} l C3 9d I C4 0 K.L 0*5# WX 

D/A o :/'>’-*© RE 1A 

rtlli C 5 3 x R9 6 ©*$£» K.& LX«S L X fr * t T. 

B D©-h-2 y k- t-9$M& ROM 

?n6«ff!lU 0fi< n fiXt'J to 

it IC30 07 KI/A* Of * / **#^4 

ICf 0/flfl)f»2 i to c 

nil ROM © tf *V ✓ Kt- 9t)K 7 9 -l- X ? n/;*V«t 0 
CLK4 © 1 *M 2/u^>tffiX I C 3 6 iC 1 ? j 
D/a ?C«c1fl4Z>XT e L /: 6* o X T R 1 G Vf-V 
L E V li L / D Y NAM I C S 7 - 9 (,r«»ahT(H 

73? ft 1 to 
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HI HAT 


Output from Q35 has no distinction between closed hi 
hat and open hi hat and is given a particular waveshape 
(decay) at VCA Q22 and IC42 as OPEN/CLOSED 
select signal is applied on the base of Q21. 

SINGLE SOUND PROCESSING 

Each of CYMBAL voices (RIDE and CRASH) has dedi¬ 
cated sound ROM, address counter, D/A converter and 
envelope generator. The difference from Multiplex pro¬ 
cessing in circuit configuration is that envelope control is 
accomplished after the wave data becomes analog form. 
LEVEL/DYNAMICS (ACCENT CV) rounted to Q18 
emitter (CRASH) is charged into envelope capacitor 
C50 on a TRIG, giving a contour to CRASH sound 
passing through Q14. 


TR-707 Sound ROM 


IC NO. 

ROM 

CE 

CS 

VOICE 

MEMORY 

IC19 

KN61256PC73 

(15179663) 

H 

L 

CRASH CYMBAL 

32k byte 

IC22 

HN61256PC74 

(15179664) 

H 

L 

RIDE CYMBAL 

32k byte 


Table 2 352 


Hi Hat lC*tLT(;K 9—VC A- 
I C 4 2 a , Q3 2 ) 

-To 

w 

RIDE CYMBAL CRASH CYMBAL (i, 

b'U* • tO'y 9 , ROM teXlt D/A 

tXOt&Ao titiU xy^c-r^D/A^iVCA 


TR-727 Sound ROM 


IC NO. 

ROM 

CE 

CS 

VOICE 

MEMORY 

IC19 

HN61256PC81 

(15179696) 

H 

L 

QUIJADA 

32k byte 

IC22 

HN6L256PC82 

(15179697) ; 

H 

L 

STAR CHIME 

32k byce 


TESTING AND ADJUSTING 

The built-in test program executes the following test and 
adjusting routines while in Test Mode. 


RUNNING TEST PROGRAM 


While holding down CLEAR and INSTRUMENT, switch 
the power ON. The unit is now in the test mode and the 
test program initiates test routines with TEST 1. 


TEST 1. LED SEQUENTIAL LIGHTING 


Upon entering test mode the program lights up LEDs, 
starting with MAIN KEY 1 through SCALE INDICA¬ 
TOR, PATTERN GROUP and CARTRIDGE (red and 
green alternately) and repeats. 

Leave the LEDs lighting and go to TEST 2. 


TEST 2. ALL LEDs AND LCD DOTS LIGHTING 


Press ENTER and verify lighting of all LEDs and LCD 
dots. 

Leave them lit and go to TEST 3. 


TEST 3. 

SWITCHES AND ACCENT AMOUNT READING 


Press ENTER. All LCD display will be cleared OFF. 
Referring to the illustration below, push numbered 
buttons 1—32 one by one and check for the lighting of 
corresponding dot on either Bass Drum (BonGo) or 
Snare Drum (Hi Conga) row on the display window. 

Slide up or down ACCENT and verify that- TEMPO 
MEASURE window reads 1 and 16 at the extremities of 
travel. 
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If not verified, go to ACCENT AMOUNT ADJUST¬ 
MENT below without exiting the test mode. 

When all tests are satisfactory, turned the power off and 
on again to return to the normal operation mode (if 
necessary). 

ACCENT AMOUNT ADJUSTMENT 

This test must be carried out in the test mode and follow 
the tests above. 

1. Set ACCENT at MIN and adjust TM2 of VOICING 
board for a transition point of "1" to/from "2" of 
TEMPO MEASURE display reading. 

2. Set ACCENT at MAX and adjust TM3 for a transition 
point of "15" to/from "16" of TEMPO MEASURE 
display reading. 

The unit will remain in the test mode until the power is 
turned OFF. 

TEMPO CLOCK RATE ADJUSTMENT 

This adjustment must be done in the normal operation 
mode. 

1. Set TEMPO at FAST and adjust TM1 of VOICING 
board for 250 reading on TEMPO MEASURE 
window. 
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•707/YR - 727 GENERAL CIRCUIT DIAGRAM 

f VOICING BOARD (Detail on page 10) 
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VOLUME BOARD 

TR-707 7313605000 ( P cb 2291098002 ) 
TR-72 7 7313805000 (pcb 2292019000 ) 

View from foil side 


BELOW PCB LAYOUT For TR-707 

TR-727V identical to TR 707's except for those represented m red 
in the circuit diagram left. 

T<7>»ffi0liTR-7O7BTT. 
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VOICING BOARD 

TR-707 7313604000 (pcb 2291 098 102 ) 
TR-727 7313804000 (pcb 229201 8900) 

BELOW PCB LAYOUT For TR-707 
TR-727's: identical to TR-707's except lor those represented 
in the circuit diagram left. 

T<f>**Birra-707fflrT. 




































































1C DATA 




GATE ARRAY 
R063H114 


Pin Configuration 
{Top View) 
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MuJnpJe Address Counters 


DESIGNATION 


DESCRIPTION 
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2. RECOGNIZED RECEIVE DATA 

Staiut Second Third Description 
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